














QUAD-GLOW® Heater Specifications

The policy of Shenandoah is one of continuous product improvement. We reserve the right to change models and specifications at any time without notice or 
obligation to update previous models. Heating products should be installed only in accordance with local laws, codes and regulations. These products are not 
for residential use. Gas pipe layout assistance available to customers through authorized distributors.

Contact Agile for further details if heater will be used at high altitudes 
(3000 feet or more over sea level) or if butane mix fuel will be used.

AG-3092/1209

800-704-7356
Agile Mfg., Inc.���t��A Subsidiary of CTB, Inc. 
���������*�O�E�V�T�U�S�J�B�M���1�B�S�L���3�P�B�E���t���"�O�E�F�S�T�P�O�
���.�0������������
�1�I�P�O�F�����������������������������P�S�����������������������������t���'�B�Y��������������������������
Internet: www.shenmfg.com���t��E-mail: sales@agilemfg.com

Manufactured by:

® 417-845-6065

Heating Area (Depending on Climate and Hanging Height)
Per QuadRadiant    Heater 1200 to 2400 sq. �. 111.5 to 223.0 m2

Heating Capacity (Maximum per Hour)
Direct Spark Ignition 80,000 BTU 20,160 Kcal

Maximum Gas Consumption (Direct Spark Ignition)
LP 0.87 gph 3.29 l/h

Natural Gas 75.5 c� 2.14 m3/h

Gas Pressure Requirements (Measured at Pressure Tap on Valve with Unit Running)
LP or Natural Gas 5 psi max. 350 Mbar max.

Heater Size and Weight Information
Weight per Complete Unit 53 lbs. 24 kg

Shipping Dimensions (Without Heat Shields Installed) 21.625 in. x 47.0 in. 54.9 cm x 119.4 cm

Height 13.25 in. 33.7 cm

Operational Guidelines for Brooding Area*  
(Adjust Up or Down Depending on Housing Construction/Condition and Climate)  
*Fewer Units Required in Grow-Out Area – See Heater Spacing Table for More Details

Minimum Height from Floor 
(Measure from Floor to Bottom of Unit)

7 to 9 �. 2.1 to 2.7 m

Space between Heaters 40 to 60 �. 12.2 to 18.3 m

Minimum Clearance to Combustibles
Sides of Heater 48 in. 121.9 cm

Above Heater (With Heat Shields in Place as Required) 12 in. 30.5 cm

Above Heater (If Any Heat Shields Are Temporarily Missing) 24 in. 61.0 cm

Below Heater 72 in. 182.9 cm

Heater Zone Control
(Uses One �ermostat or House Control to Regulate All Heaters in a Speci�ed Area)
Electronic Zone Control Type Electronic High-Pressure (Direct Spark)

Quantity Required
One per heater with maximum per zone determined  

by thermostat or house control being used

Ignition
Reliable ignition uses less fuel with no pilot  

and gives three tries before lockout

Power Requirements 120 or 230 V AC

Back-Up Options Can be powered by a back-up generator

®

CSA (Canadian Standards Association) approved 
models available. All models meet CSA standards 
for low carbon monoxide.




